Split Air Conditioner 


OWNER’S MANUAL [=] 


© Whatsapp "Hi" on 9321665511 
or Scan the QR code 


Dear Customer, 


On behalf of Godrej Appliances, we welcome you to 
the Godrej family, and thank you for giving us an 
opportunity to serve you. 


Gocrej Appliances is 4 ieading brand not just in 
tecnnology and pericrmance but also far its excellent 
cusiomer service, we have more than 680 service 
ceniers across India, so that we can be close to our 
cusiomers and serve them better. 


In order io get maximum out of your superior Air 
Conditioner, we urge you to go through this detailed 
user manual. If you need any assistance at any time, 
do not hesitate to text 'Hi' to 9321665511 on 
WhatsApp or call on 1800 209 5511 or write to us at 
smartcare@godrej.com 


We again thank you for giving us the privilege to serve 
you, and look forward to a long delightful association. 


Warm Regards, 
Team Godrej 
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Protection of Environment: 
“Protection of environment” Is one of the core values of Godrej and we seek you co-operation to make sure that 
this product Is not disposed as unsorted munkipal waste. 
This symbol is known as the *Crassed-out Wheelie Bin Symbol". ft means that the product shoukd 
‘not be cispased of with your general house-hold waste. 
Itshould be disposed of only through the company's collection centers with special treatment so 
1s to provent any damage to the environment. Please call: 1800 209 5511 or visit 
hhitps./Avewew.godre).com/green-think for detalls about Godrej Appliances authorized collection 
centers. 


This product Is RoHS compliant 


In line with the company's policy of continual product improvement, the aesthetic and dimensional 
charucteristics, technical data and accessories of this appliance may be changed without notice. 


A WARNING 


«Maintenance must be performed by qualified 
professionals. Otherwise, it may cause personal injury 
or damage. 

Do not repair air conditioner by yourself. It may cause 
electric shock or damage. Please contact customer 
care when you need to repair the air conditioner. 

Do not extend fingers or objects into air inlet or air 
outlet. It may cause personal injury or damage. 

Do not block air outlet or air inlet. It may cause 
malfunction. 


Do not spill water on the remote control, otherwise the 
remote control may break. 

+ When below phenomenon occurs, please turn off the 

air conditioner and disconnect from power source 

immediately, and then contact customer care for service. 


Power cord is overheating or damaged. 

e There's abnormal sound during operation. 

« Circuit break trips off frequently. 

« Air conditioner gives off burning smell. 

« Indoor units is leaking. 

* If the air conditioner operates under abnormal conditions, 
it may cause malfunction, electric shock or fire hazard. 

* When turning on or turning off the unit by emergency 
operation switch, please press this switch with an 

insulating object other than metal. 


le Do not step on top panel of outdoor unit, or put heavy 
objects. It may cause damage or personal injury. 


A WARNING 


Attachment 
eInstallation must be performed by qualified professionals. 
Otherwise, it may cause personal injury or damage. 

» Must follow the electric safety regulations when installing 
the unit. 

* According to the local safety regulations, use qualified 
power supply circuit and circuit break. 

* Do install the circuit break. If not, it may cause malfunction. 
* An all-pole disconnection switch having a contact separation 
of at least 3mm in all poles should be connected in fixed 

wiring. . 

Including a circuit break with suitable capacity, please 
note the following table. Air switch should be included 
magnet buckle and heating buckle function, it can protect 
the circuit-short and overload. 

* Air Conditioner should be properly grounded. Incorrect 
grounding may cause electric shock. 

* Don't use unqualified power cord. 

* Make sure the power supply matches with the 
requirement of air conditioner. Unstable power supply or 
incorrect wiring will cause malfunction. Please install 
Proper power supply cables before using the air conditioner. 

* Properly connect the live wire, neutral wire and 
grounding wire of power socket. 


* Be sure to cut off the power supply before proceeding 
with any work related to electric components. 


A. WARNING 


Do not put through the power before finishing installation. 
\f the supply cord is damaged, it must be replaced by 
the manufacturer, its service agent or similarly qualified 
persons in order to avoid a hazard. 


The temperature of refrigerant circuit will be high, please 
keep the interconnection cable away from the copper 
tube. 


The appliance shall be installed in accordance with 
national wiring regulations. 


Installation must be performed in accordance with the 
requirement of NEC and CEC by authorized personnel 
only 


The air conditioner is the first class electric appliance. It 
must be properly grounding with specialized grounding 
device by 2 professional. Please make sure it is always 
grounded effectively, otherwise it may cause electric shock. 


The yellow-green wire in air conditioner is grounding 
wire, which can't be used for other purposes. 

The grounding resistance should comply with national 
electric safety regulations. 

The appliance must be positioned so that the plug is 
accessible. 

All wires of indoor unit and outdoor unit should be 
connected by a professional, 

if the length of power connection wire is insufficient, please 
contact the supplier for a new one. Avoid extending the 
wire by yourself. 


A WARNING 


fe For the air conditioner with plug, the plug should be 
accessible after finishing installation. 

» For the air conditioner without plug, a circuit break 
must be installed in the line. 

> If you need to relocate the air conditioner to another 
place, only the qualified person can perform the work. 
Otherwise, it may cause personal injury or damage. 

* For the Outdoor unit, select a location which is out of 
reach for children and far away from animals or plants. 
If it is unavoidable, please add the fence for safety 
purpose. 

¢ The indoor unit should be installed close to the wall. 

le Please notice that the unit is filled with flammable gas 
R32. Inappropriate treatment of the unit involves the 
risk of severe damages of people and material. Details 
to this refrigerant are found in chapter “refrigerant”. 

* Check whether the maintenance area or the room area 
meet the requirement of the nameplate. 

- It's only allowed to be operated in the rooms that meet 
the requirement of the nameplate. 

» Check whether the maintenance area is well-ventilated. 
- The continuous ventilation status should be kept 

during the operation process. 

Check whether there is fire source or potential fire source 
in the maintenance area. 

- The naked flame is prohibited in the maintenance area; 
and the “no smoking” warning board should be hanged. 

* Check whether the appliance mark is in good condition. 

- Replace the vague or damaged warning mark. 

- Please use the flammable gas detector to check before 
unload and open the container. 

le No fire source and smoking. 

According to the local rules and laws. 


AX WARNING. ee 


fe The air conditioner is not allowed to use in a room that 
has running fire (such as fire source, working coal gas 
ware, operating heater). 

le It is not allowed to drill hole or burn the connection pipe. 
° The air conditioner must be installed in a room that is 


larger than the minimum room area. The minimum room 
area is shown on the nameplate. 


e Leak test is a must after installation. 


Instructions for installation and use of this product are 
provided by the manufacturer. 


Gi. 


NAME OF THE PARTS 


INDOOR UNIT 


No. | Description 


1 | Front panel 
2 | Air filter 
3_ | Optional filter (ifinstalled) cs 
4 | LED Display 
5 | Signal receiver 
6 
T 
8 
9 


Terminal block cover 


lonizer generator (if installed) 


Deflectors 


Emergency button 
10 | Airflow direction flaps 
11 | Remote control 


OUTDOOR UNIT 13 
No. | Description 

43 | Air outlet grille 

74 | Outdoor unit rating label 
45 | Cover 


46 | gas valve 
es is 
17 | liquid valve is 
WALL AIR-CONDITIONER a8 
© The conditioner is made up of two or more units 
connected between themselves through copper ies 


pipes (properly insulated) and an electrical con- 
necting cable. 
© The indoor unit is installed on the walls of the 
room to be conditioned, 
@ The outdoor unit is installed on the floor or on the 
wall on suitable brackets. 
Technical data of the air conditioner are printed on Note: the above figures are only intended to be’ a 
the labels placed on the indoor and outdoor units. simple diagram of the appliance and may not 
The remote contro! has been designed for an easy correspond to the appearance of the units that 
and fast use. have been purchased. 


INDOOR DISPLAY ii 
Display Option 1 


1. Power indicator 
\luminates when the Air conditioner is in standby 
mode. 


Z Digital Display indicator 


the current temperature setting when the 
ioner is in operation. 


Display Option 2 


Display symbols: 
GEG __ Oisplay Set Temperature (Ly ON/OFF Indicator 
2 Cool Mode Indicator © Timer Indicator 


(6) Dry thode Indicator 
Note® : Feature available in Selective Model only 


@& 


EMERGENCY OP’ 


RATI 


KE 


This button can be used as an emergency measure to turn on/off 
unit when remote controller is not available. 


Pw 


pe «6G 


Emergency operation key 


When the remote control is lost or damaged, use the emergency operation key on the main unit. 
In such an event, the unit operates in the Auto Mode. 


Drain pan: (Applicable for Heat-Cool series models) 


The provision of drain pan given in outdoor unit is for draining the 
water when machine runs in heat mode. 


Detail A 


Drain Pan Detail A 


Refer the image for assembled drain pan in outdoor unit. 


REMOTE CONTROL (INVERTER AC) 


sme and functions for wireless remote control 


uF t there are no obstructions between the receiver and the remote hand set; 
> Grop or throw the remote hand et Do not let any liquid in the remote control and 
9 NOY Dut the remote contro! directly under the sunlight or any place which is very hot. 


Remote Hand Set SLEEP button 


By pressing this button, Sleep On and Sleep off 

can be selected. By default, the function will be 
cancelled automatically in eight hours. After sleep 
function is set up, the icon for’ ' will be 

displayed. 

When air conditioner is in sleep operation 

Cooling Mode: The indoor temperature will increase 
by 1°C in initial one hour and another 1°C will increase 
in next two hours. 

Heating Mode: The indoor temperature will decrease 
by 1°C in initial one hour and then by 2°C after the 
heating mode runs for 2 hours. 


By pressing this button, Low, Middle, High, Auto, 
speed can be circularly selected. 


ma wil AUTO —> LOW—> MEDIUM —> HIGH 
Ig OF OF tung Off auto ee a 
& Seo tunction will be 


NOTE: Under the Dry mode, the fan speed 
isn't adjustable, low fan speed is imperative. 


When you press the LOCK button 

all current settings are locked and the icon A will be 
displayed on it. Remote controller does not accept 
any operation except that of the LOCK. Press the lock 
bution once to cancel lock mode. If the keypad 

is unlocked, the mark will disappear. 


DISPLAY button 


ser heating mee t te Press this button to clear the digit display in 
et casing only tye 
aerial by be Canker 


the air conditioner, press it again to activate it 
(Not available for the units without LED display 
window), 


When indoor display is ON will appear on the 
remote control . 


Note: Features and the remote may vary with model. Please refer to operations of remote 
coritral to determine the applicable functions. 


REMOTE CONTROL (INVERTER AG) 


Name and function of wireless remote control 


Notice: This is a general use remote hand set. It can be used for the air conditioners with 
multifunction. For some functions which the model doesn't have, pressing the 
corresponding button on the remote hand set will have no effect on its running status. 


Remote Hand Set 


Ok eser 
eosvec 


Hygiene+ bution 


Press this button, 89 will display on screen.To turn 
‘on or turn off the self clean. If a bad odour is 
coming from the air conditioner, press Hygiene+ 
button on the remote handset. This function 

will keep indoor fan at turbo speed for 5 minutes, 
after air conditioner is turned OFF. The indication 
of minutes will display on 

AC display. 

It works in two ways: 

1)If air conditioner is in operation, and you press 
Hygiene* button the blower will run at turbo speed 
for 5 min. after air conditioner is turned OFF. The 
decremented time will indicate on display. 


2)Press Hygiene+ button when air conditioner is 
OFF, indoor fan will run at turbo speed for 5 min. 
and decremented time will indicated on display. 


Note: It is recommended to use Hygiene function 
when AC is OFF. 

This function helps to keep the indoor coil dry and 
prevent dust and mold accumulation. Also the 


growth of bacteria in indoor coil due to moisture 
is reduced. 


IRBO button 


Push this button to activate/cancel the Turbo 
function which enables the unit to reach the 
Preset temperature in the shortest time. On pressing 
this button, “% vaill display on the screen. 

On cooling mode, the unit will blow strong cooling 
air with super high fen speed. 


For temperature increase: 

Press this button, to increase the temperature, 
when unit is on. In AUTO, DRY and FAN mode 
temperature cannot be set. Centigrade scale 
range is from 16°C - 31°C. 

This button is also used for setting time during 
TIMER operation. 


For temperature decrease: 
Press this button. to 
when unit is on. The temperat 
unavailable in the AUTO. DRY and FAN mode. 
Centigrade scale range is from 16°C - 31'C. 
This button is aiso used for setting time during 
TIMER operation. 


CLOCK button 


When you press this key you can set the clock time 
in ANVPM format. when user press this key, 

* ©* icon on remote LCD will link. Press UP/DOWN 
Dutton within 10sec to set the clock time. Each press 
‘of UP/DOWN button, clock time will increase or 
decrease by Imin. Release UP/DOWN key when 

you reach the requrred time. Press Clock key again 
to confirm/set the time. “© * icon will stop blinking, 


Note: Features and the remote may vary with model. Please refer to operations of remote 


control to determine the applicable functions. 


REMOTE CONTROL (INVERTER AC) 


Name and function of wireless remote control 


Notice: This is 2 general use remote hand set. It can be used for the air conditioners with 
For some tunctons which the mode! doesn't have, pressing the 
SorTesponding Sutton on the remote hand set will have no effect on its running status. 


Timer OFF Button 


When you press this key. you will enter the timer 
mode for switching OFF the AC operation 

as pet your desired time. On pressing the 

timer OFF button once previous Timer value will be 
displayed & timer OFF symbol * &* shall be blinking. 
By pressing UP / Down key after timer OFF key 

is pressed, OFF timer value increases/decreases 

bby 10 minutes (Scrolling from AM to PM). 

Release UP/DOWN key when you reach the required 
time. Press the timer OFF key again to cancel and 
symbol * %&.* shall be blinking. 


SIN 1 CONVERT button’ 


When you press the 5 in 1 convert button, you will have 
control over 5 level selection based on your cooling 


__ and comfort requirement. 
Remote Cooling Display on AC 
FF Key press Level and remote 
1" time 110%" | 5 
SWING UP AND DOWN BUTTON fod [2 time 100% CA 
mane IDU swing louver ON t ume a S 
4 = 4° time 60% c2 
[__5° time 40% ct 
znd wren Indoor swing [6° tme Bait 
SSR De NS: ter explicate to Meatng Capacty "(105% in select models) 
Maal 


When you press the I- Sense button, the icon’ 
will be displayed. The featured machine will 
compare the indoor ambient sensor's temperature 
to the remote sensor's temperature. In the 
difference within 5 degrees condition what's 
compares the ambient sensor's temperature to 
remote sensor's temperature, remote will send a 
continuous signal to IDU, means you need to 
keep the remote IR al the IDU at all times, the 
machine will exit this mode if IDU did not receive 
the signal from remote more than 5 mins. 


cP, 
teach Te requres 


ures and the remote may vary with model. Please refer to operations of remote control to 
ine the applicable functions. *5 in 1 convert mode is not applicable in fixed speed ACs. 


AB 


REMOTE CONTROL (INVER 


Guide for operation - General operation 


1. After Switching ON the power supply, press ON/OFF button, 
and the unit will start to run.(Note: When power is off, the 
guide louver of the indoor unit will close automatically ) 

2. Press (88) button to select the desired running mode, or 
press COOL mode to enter into the corresponding 
operation directly. 

|. Press Temp (a) and Temp (v) button, to set the desired 
temperature. 

(Setting temp. function is not available in AUTO, DRY and 
Fan Mode) 


|. Press (€)button to set fan speed and can among 
low, medium, high and auto. 


AC) 


» 


cS 


| 

| 

| 
5. Press Swing (up/down) button, to select the swing. | 
Guide for operation - Optional operation , 
1. Press SLEEP button, to set sleep mode. = | 
2. Set CLOCK and press timer-on / timer-off button. | 
3. Press DISPLAY button, to switch the display on the indoor “ | 


unit on or off. (This function may be not available for some 
units) 


4. Press TURBO button, to set the TURBO function ON and 


Introduction for special function 
About AUTO CLEAN 


This function ensures that moisture on evaporator of 
indoor unit will be blown off after the unit is 

stopped to avoid mode. This function can be activated 
using Hygiene+ button on remote control. 


About AUTO RUN 


When AUTO mode is selected, the set temperature will not be displayed on the remote handset, the 
unit will monitor the room temp, automatically to select the suitable running method and tomaks the 
ambience comfortable. 


About TURBO function 
When this function is on, the unit will run at super-high fan speed to cool quickly so that the ambient 
temp. approaches the present temp. as soon as possible. 
Following 24°C logic is applicable when AC is operated in Cool mode/Heating mode 


Huser has set the temperature below 24°C in Cool mode prior to switching off AC and then if AC 
is tumed on by Remote, AC will start operating at 24°C temperature only. 


user has set the temperature 24°C or above 24°C in Cool mode prior to switching off AC 
and then if AC is tumed on by Remote, AC will start operating at previous set temperature by user 


Mfuser has set the temperature below 24°C in Heating mode prior to switching off AC and then if AC 
is turned on by Remote, AC will start operating at previous set temperature by user. 


Ifuser has set the temperature 24°C or above 24°C in Heating mode prior to switching off AC 
and then if AC is turned on by Remote, AC will start operating at 24° C temperature only. 


Note: Features and the remote may vary with model. Please refer to operations of remote 
control to determine the applicable functions. 


OPERATING MODE (INVERTER AC) 


AUTO Mode (4): 


> Press ' 88" button to cyclically step through the AUTO— COOL— DRY — FAN — HEATING 
modes and stop when AUTO mode is selected. 


£3 This symbol will appear on the remote display when you select the AUTO mode. 


v 


> The air conditioner will automatically select cooling, heating or fan only operation depending 
the room temperature. 

> When AUTO mode is selected the set temperature will not be display on the remote handset 
the unit will monitor the room temperature automatically to select the suitable running method and 
to make the ambience comfortable. 


COOL Mode (#): 
> Inthe cool mode, the compressor is in operation and your AC functions in the standard operating 
mode, cooling your room to desired set temperature. 


> Press ' 88 ' button to cyclically step through the AUTO—> COOL DRY — FAN — HEATING 
modes and stop when COOL mode is selected. 


> %& Symbol can be seen on the remote panel when you select the COOL mode. 


> The cooling function allows air conditioner to cool the room and at the same time reduces the 
humidity in the air. In this mode the compressor will run at different frequencies depending on 
difference between set temperature and room temperature for variable speed spiit 
air conditioner which gives you faster cooling as compared to fixed. 


> Setting temperature range is 16°C to 31°C. The ideal temperature that can be set for comfort and 
energy savings is between 21°C to 25°C depending on whether it is day or night. . 


> You can change the fan speed setting by pressing FAN button. (Low, Medium, High and AUTO) 


Heat Mode (2) : 

> Inthe Heating mode, the compressor is in operation and your AC functions in the standard 
operating mode, heating your room to desired set temperature. 

> Press‘ 88 * button to cyclically step through the AUTO—* COOL — DRY — FAN HEATING 
modes and stop when Heating mode is selected. 

» The heating function allows air conditioner to heat the room In this mode the compressor will 
tun at different frequencies depending on difference between set temperature and room 
temperature for variable speed split air conditioner which gives you faster heating as 
compared to fixed. 

> Setting temperature range Is 16°C to 31°C. The ideal temperature that can be set for comfort and 
energy savings is depending on whether it is day or night. 


> You can change the fan speed setting by pressing FAN button. (Low, Medium, High and AUTO) 


OPERATING MODE (INVERTER AC) 


AUTO Mode (A): 


> Press ' 88" button to cyclically step through the AUTO— COOL—~ DRY FAN—* HEATING 
modes and stop when AUTO mode is selected. 


> £3 This symbol will appear on the remote display when you select the AUTO mode. 


v 


The air conditioner will automatically select cooling, heating or fan only operation depending 
the room temperature. 


> When AUTO mode is selected the set temperature will not be display on the remote handset 
the unit will monitor the room temperature automatically to select the suitable running method and 
to make the ambience comfortable. 


COOL Mode (*): 
> Inthe cool mode, the compressor is in operation and your AC functions in the standard operating 
mode, cooling your room to desired set temperature. 


> Press ' 88 ' button to cyclically step through the AUTO—> COOL — DRY — FAN — HEATING 
modes and stop when COOL mode is selected. 


> % Symbol can be seen on the remote panel when you select the COOL mode. 


v 


The cooling function allows air conditioner to cool the room and at the same time reduces the 
humidity in the air. In this mode the compressor will run at different frequencies depending on 
difference between set temperature and room temperature for variable speed split 

air conditioner which gives you faster cooling as compared to fixed. 


> Setting temperature range is 16°C to 31°C. The ideal temperature that can be set for comfort and 
energy savings is between 21°C to 25°C depending on whether it is day or night. . 


> You can change the fan speed setting by pressing FAN button. (Low, Medium, High and AUTO) 
Heat Mode (2%) : 
> In the Heating mode, the compressor is in operation and your AC functions in the standard 
operating mode, heating your room to desired set temperature. 
> Press‘ 88 ' button to cyclically step through the AUTO—> COOL — DRY —> FAN HEATING 
modes and stop when Heating mode is selected. 


> The heating function allows air conditioner to heat the room In this mode the compressor will 
tun at different frequencies depending on difference between set temperature and room 
temperature for variable speed split air conditioner which gives you faster heating as 
compared to fixed. 


Setting temperature range Is 16°C to 31°C. The ideal temperature that can be set for comfort and 
energy savings is depending on whether it is day or night. 


> You can change the fan speed setting by pressing FAN button. (Low, Medium, High and AUTO) 


v 


REMOTE CONTROL (INVERTER AC) 


Guidelines for Changing batteries 
Lightly press location marked, © along the arowhead ® 


direction to push the back cover of wireless remote hand set. mK SS 
(As shown in figure) SS 
Take out the batteries.(As show in figure) SS 


~ 

Insert two new AAA1.SV dry batteries and pay attention to the © 
polarity. (As show in figure) 
Replace the back cover of wireless remote hand set. ® & 
(As show in figure) 

SS 
NOTE: . Vv RY) 
When changng the battenes, do not use the old or different batteries, otherwise, ‘ = 
f Can case ype matiuncton of the wireless remote control. 
Hine wreess consol will not be used for a long time, please take them Sketch map for 
Out anc O97 laskage liquid damage the wireless remote control. changing batteries 


fr shouls De paces 2t least 1m away from the TV set or stereo sound set. if the 
wreiess remote "37d Set ss not functioning normally, take out the batteries, and 
ater 30s reset them. If they are still not running normally replace them. 


OPERATING MODE (INVERTER AC) 


AUTO Mode (4): 

> Press ' 89 ' button to cyclically step through the AUTO-* COOL— DRY —> FAN—> HEATING 
modes and stop when AUTO mode is selected. 

> & This symbol will appear on the remote display when you select the AUTO mode. 


> The air conditioner will automatically select cooling, heating or fan only operation depending 
the room temperature. 


> When AUTO mode is selected the set temperature will not be display on the remote handset 
the unit will monitor the room temperature automatically to select the suitable running method and 
to make the ambience comfortable. 


COOL Mode (): 
> Inthe cool mode, the compressor is in operation and your AC functions in the standard operating 
mode, cooling your room to desired set temperature. 


> Press * 60 ' button to cyclically step through the AUTO—* COOL —*DRY—+ FAN > HEATING 
modes and stop when COOL mode is selected, 


> 3 Symbol can be seen on the remote panel when you select the COOL mode. 


> The cooling function allows air conditioner to cool the room and at the same time reduces the 
humidity in the air. In this mode the compressor will run at different frequencies depending on 
difference between set temperature and room temperature for variable speed split 
air conditioner which gives you faster cooling as compared to fixed. 


> Setting temperature range is 16°C to 31°C. The ideal temperature that can be set for comfort and 
energy savings is between 21°C to 25°C depending on whether it is day or night. é 


> You can change the fan speed setting by pressing FAN button. (Low, Medium, High and AUTO) 
Heat Mode (:) : 


> Inthe Heating mode, the compressor is in operation and your AC functions in the standard 
operating mode, heating your room to desired set temperature. 


> Press ' 85 ‘ button to cyclically step through the AUTO—> COOL DRY —> FAN-* HEATING. 
modes and stop when Heating mode is selected. 


> The heating function allows air conditioner to heat the room In this mode the compressor will 
tun at different frequencies depending on difference between set temperature and room 
temperature for variable speed split air conditioner which gives you faster heating as 
compared to fixed. 


> Setting temperature range Is 16°C to 31°C. The ideal temperature that can be set for comfort and 
energy savings is depending on whether it is day or night. 


> You can change the fan speed setting by pressing FAN button. (Low, Medium, High and AUTO) 


OPERATING MODE (INVERTER AC) 


Dry Mode (@): 


» Inthe DRY mode, air conditioner reduces the humidity of the air to make the room 
More comfortable. 


» Press ' 88 ' button to cyclically step through the AUTO—+ COOL -+DRY FAN Heating modes ang 
‘stop when DRY mode is selected. 


> @ Symbol can be seen on the remote panel when you select the DRY mode. 

> The indoor fan runs at low speed and compressor will run at speed as per temperature set to 
remove extra humidity. In this mode the variable speed split air conditioner does not blow 
a lot of cool air, as the intent is just to dry the air and not to cool the room. 

> Set temperature and fan speed cannot be changed as indoor fan speed is restricted to Low. Indoor 
display will show the set temp as 24° C. 


Fan Mode (&): 


> Press ' 88 ' button to cyclically step through the AUTO— COOL—* DRY— FAN Heating 
modes and stop when FAN mode is selected. 


> W This symbol can be seen on the remote panel when you select the FAN mode. 


> In this mode compressor and outdoor fan are OFF and indoor fan speed can be varied between 
Low, Medium ,High and AUTO speed using remote control. 


$i 


Indoor unit displays the indoor room temperature. 


REMOTE CONTROL (FIXED SPEED AC) 


GENERAL FEATURE: 


‘The Controlier has following featuros-~ 


Display : Dual dig display with LED Indicators, 


Preset temperature setting from 16°C 031°C 


* Compressor delay protection. 
Different fan speedi.e. LOW, MEDIUM, HIGH and AUTO. 


Timer can be setin hourto tum ON/OFF the machine. 


Memory backupin case of power failure. 


REMOTE: 


REPLACEMENT OF BATTERIES 
‘e When the signal from the remote controller 


becomes weak and the indoor unit can not 
receive it properly;or the indications on the 
display screen becomes blurred, please slide 
the back cover and replace with two new 
batteries. 

@ The positive and negative poles must 
match the installation positions. 

New batteries of the same type have to 
be used for replacement. 

If the remote controller is not to be used 
for long time,take out the batteries so as to 
prevent the leakage of the electrolyte from 
damaging the controller. 

e If when the remote controller is at abnormal 
state,you can take out the batteries on the 
back cover to clear off the display. 


Remote Controller 1 


REMOTE CONTROL (FIXED SPEE 


WO ON/OFF 
Press this key to turn the machine on/olt 


FAN 
Pressing this key, Fan speed will change In LOW - MEDIUM - HIGH - AUTO fan speed sequence 
Auto speed can be set only in cool mode. In Auto speed operation, fan speed will be 
controlled automatically based on the difference between the sel and room temperature. If 
the user feels uncomfortable due to auto Fan operation, he can switch to manual selection 


of fan speed. 


The AC always starts with the previous soltings 


MODE 
Select Auto, Cool, Dry, Fan and Heat function by using mode key. (Heat mode will be applicable 


for heat cool series models only). 
Note - Under Cool/Dry mode, If user set the temperal 
AAC and then if AC is turned on by Remote, AC will start operating at 24 degree temperature only 


it user set the temperature 24 degree or above 24 degree in Cool/Dry mode prior to switching 
‘off AC and then if AC is turned on by Remote, AC will start operating at previous set temperature 
by user. 

UP/DOWN 

Set Temperature and timer value can be increased/decreased by using this key 


VERTICAL SWING 
Using this key, swing positions change accordingly. Swing enable or disable can also be 


HORIZONTAL SWING 

Applicable for horizontal swing series models. 
TIMER 

Press this button to intiate auto ON and auto OFF time sequence. Each press will increase the | 
auto timed setting in 1 hour increments. To set the time use up and down keys. 

If you pressed TIMER button when AC is ON and set time using remote handset, the AC will be \ 


tumed OFF after set time duration is completed. 
And if you pressed TIMER button when AC is OFF and set time using remote handset, the AC 


will turn ON after set time duration is completed. 

SLEEP 

Sleep function can be set in cool mode & *Heat mode, it can enabled or disabled by pressing this key. 
TURBO 

Turbo feature can be operated by pressing turbo key. Enabling turbo key will set the fan 
speed at turbo. 


LAMP 
By pressing this button, you can tum ON and OFF AC display. 


|, Whenever Lamp function is enabled, display will go off except function indicator. 
ii. When Lamp is enabled, if user presses the temperature up/down key, the display will 
be on for 5 second, from the time the key was last pressed. 


Eco 
ECO button is used to activate/ deactivate ECO feature. When ECO button on remote is pressed, 
default set temperature will be 24 degree on remote and Fan speed will be set to Auto fan speed. 


In cool mode Condition : On IDU Display, set temperature+2 degree temperature will be displayed. 
In heat mode Condition : On IDU Display, set temperature-2 degree temperature will be displayed. 
TEMP 

If user presses the TEMP key. Room temperature will appear on the IDU display for 

5 second. 


SILENT 
Helps in silent operation of Air Conditioner. 


a> 


ture below 24 degree in prior to switching off 


set. 


RATING MODE (FIXED ED AC) 


OP! 


OPERATING MODES; 


1. AUTOMODE: 
The AC automatically selects the mode in which it should-run by judging the difference in the 
ambient temperature and the set temperature 
In Auto mode Temperature can't be changed. 


2. COOLMODE: 
In cool Mode set temperature is adjustable between 16°C to 31°C. 
* — Indoorfanwill run at selected fan speed. 


3. DRY MODE: 
This mode removes excess humidity from the room. 

Display : In dry mode, display will show Preset temperature. 
+ Fan speed can'tbe changed. 


4. HEAT MODE : 
In Heat Mode set temperature is adjustable between 16°C to 31°C. 
Indoor fan will run at selected fan speed. 


5. FANMODE: 
+ Indoor fan will run at selected speed. 
Compressor will be off in fan mode. 


DISPLAY FEATURE: 


Seven Segments Display : Preset temperature will appear for all the time on the display but if user 
presses the TEMP key then ROOM TEMP. will appear for 5 second on IDU display and after that again 
SET TEMP. will appear on it. While the room temp. appears on the display, if user presses the temp 
up/down key, set temp. will appear on the display and feeling get disabled. 


PROTECTION FEATURES : 

+ Sensor Fail Protection 

+ Defrost Protection in cool mode. 
+ Defrost Protection in heat mode. 
+ Fan Motor Protection 


SENSORPROTECTION: 
+ When the Room sensor Is short or open: 
1. Display will show "E 1” and Set Temp. intermittently. 
+ When the Evaporator Coil Sensor short or open: 
1. Display will show *E2" and “Set Temp." intermittently. 
+ When the Condenser Coil Sensor short or open: 
1. Display will show *E3* and “Set Temp.” Intermittently. 


1IDU FAN MOTOR PROTECTION: 


1. In case of fan error display will show “H6". Compressor & fan will tum off immediately, 


S, ITISNOTA PROBLEM 


IF IT HAPPEN 


It is not a problem 


If it happen 
Due to high (> 280) or low (< 140) voltage , it has 


The unit does not operate 
gone into protection mode and thus stopped,” 


The unit does not respond to commands 


Check whether unit is working in dry mode? 


Check whether LOCK key is activate or not? 


Activate DISPLAY key on remote control 


The indoor display is off 


Dual digit display limitation. It can't display 0.5, 


If you select 0.5(half hour)timer but 
it will display 1 for both Half and one hour.” 


IDU display shows 1 (one hour) 


It may happen that you have selected the BLOW 
function when AC was ON , and therefore AC is 
performing BLOW operation after it turned OFF. 


After AC is switched off, if indoor 
display shows '05' 


3 min. delay when fan speed changed from high 


If you set indoor fan speed at low speed, 


but sill it is working at high speed to low." 


“for inverter models. 


DC INVERTER TESTING PROCEDURE 


Applicable only for Inverter Models 
Full Load Cooling testing procedure 
1. Toenable the test mode, switch on the Unit and set it to "Cooling" Mode 


2. Settemp.as "16°C" and fan speed to "High". 
3. Press Display Key from remote 8 times continuously within 10 Seconds 
4. 


As the test mode gets enable, get enabled, buzzer sounds twice and the 
whole LED light panel lights up and starts blinking on indoor display. 


Details set temperature and operating conditions information as below 


Cooling condition Setting temperature Description 
Indoor Outdoor 
27/19 35/24 16°C Full Load Cooling _ 


Half Load Cooling testing procedure 
1. To enable the test mode, switch on the Unitand setit to “Cooling” Mode. 
2. Settemp.as “17°C” and fan speed to “High”. 
3. Press Display Key from remote 8 times continuously within 10 Seconds 
4 


As the test mode gets enable, twice buzzer sound will come with whole 
LED light panel lights up and starts blinking on indoor display. 


Details set temperature and operating conditions information as below 


Cooling condition Setting temperature Description 
Indoor Outdoor 
27/19 35/24 17°C [ Half Load Cooling _ 


Note : On power reset, controller will come out from the test mode and will run in normal 
operation. To enter in test mode, user has to again follow the procedure from point 1 in 
both load condition: 


. PROTECTION 


Inverter Operation :- " F 

Air conditioner automatically calculates the heat load and acroreng’y it delivers the 
cooling inside the room, to bring down the temperature equal to sel temperature ang 
maintain the comfort temperature al less energy consumption. 


In case of any fault in inverter outdoor unit the operation of air conditioner will stop 
stop immediately and corresponding error will appear on the indoor display 


ERROR CODE .- APPLICABLE ONLY FOR INVERTER MODELS 


Sr] UNIT TERROR 
No | TYPE 


ERROR CODES DESCRIPTION 
mene EE taal 
Tees fan Fal 


i Fes cong Seimng abromnal (nt applicable for “AC rot 


iraiaor a Ne ealre sanaor Tat 
insoor and outdoor machine communication Toul 
Ouro EE to 

Dulaney coremurcaion 

Corrorrsaor vlartng abnor phase aiure Teves) 
Comaresser ovo sep tal 

TPM ree Tau =| 


Comrgresscr shell ical fauluproiacton 


Dacharye temperature sensor tau 
‘Sucton lemperature sensor (aul 

Duidon oo! lemperalure sensor fault 
Dtdon ambient temperature sensor faut 
‘Dvnaoo OC fan faut 

‘Duidoo: machine AC current protection 
Compressor phase Gurent prolochon 
‘Outdoor uri aver nghlower tow AG voltage prolection 
DC voltage over high of over low voltage protection 
TPA over-nigh lemperature protection 
Dascharge lemperahuta overneal protecton 
‘Cooang «door col ant-Ireezing protection 
‘Cooling outdoor cou averheal protection 
Healing incoct cow overheat protection 
Conlin outdoor ambient lomperalure over iow proiecton. 
‘eating ouidoor ambven! emporalure over high protection 


‘opu 


‘Dnve bus voilage Gvergh protection 
12 [Dnve bus voltage oversow protection 
13 —[Onve phase current overioad fault 


Phase current sampling abnormal 


ERROR CODE ;- APPLICABLE ONLY FOR FIX SPEED MODELS 


ERROR SIGNALS ON THE DISPLAY 
Coss Error Descnplion 
HBIES | 10U Fan Motor Protection 
of —| rout Proecton —| 
1 __| Room Sensor Error 
[£2 [evaporates Sensor Enor 
Us" _| Zero Cross Delection 


E3° | ODU Cot Sensor Error in Heal Modo) 


Hi ‘ODU Frost Protection (in Heal Mode) 
Hi 1DU Cou Over Hoal Protection (in Heal Mode) 


For selected modols only 


ACIPROIZO2 


Front panel 


1. Remove the front panel. 


“Open the front pana 


polling it foward you. 
This will disconnect the front panel 


Front panal ahaft 


+ Disconnect the front panel shaft on the other 
side in the same manner. 


Z\ CAUTION 


SStida the front panel to either {he loft or right and 


2. Clean the front panel. 


+ Wipe It with a soft cloth soaked in wate 
Only noutral detergant may be usod 
+ In caso of washing tho panol with water, wipe It 


with dry soft cloth, dry It up In the shade after 


washing 


3. Attach the front panel. 


+ Align the front panel shaft on the left and right of 


the front panel with the siols, then push them all 


the way in 


= Close the front panel slowly. (Press the panel at 
both sides and the central area.) 


™ When removing of attaching the front panel, use a robusl and stable siool and waich your steps carefully 
= When removing 6” altaching the front panel, support the panel securely with hand to prevent it from falling, 


‘ier cleaning, make sure that the fron! panel is securely fxed. 


<=> 


LEAN AND CARE 


Air filter 


1. Pull out the air filters. If the dust does not come off easily 


+ Open the front pane! 
+ Pusha fitio upwards the fiter tab al 
ir itor, ther pull It down, 


tho center of + Wash the aitfiltars with neutral detergent thinned wij, 
Jukewarm wator, then dry them up In the shade 


3. Set the filters as they were 
and close the front panel. 


+ Press the front panel at both sides and the 


y 2) Pull down central area. 


2. Wash the air filters with 
water or clean them with 
vacuum Cleaner. 


+ itis recommended to clean the air filters every 
Z weeks, 


Z\ CAUTION 


Do not touch the aluminum f) ns by bare hand atthe time of dismounting or mounting the fiter 


CLEAN AND CARE 


a check the unlts _ _ 


0 atte base, stad ad othe fitings ofthe oukiogr anit a not docayd of contol 
oe patty bes th ets at cuts of tho door nt and he ouldoor unit 
aoa athe din comes smoothly out ofthe drain hose during COOL or DRY oporation 
pone 


spain water fs seen, water May bo leaking from the indoor un. Slop oparation and consult tho sorvice shop i tvs bs the 


5 Before along idle period 
4, Operate the “FAN only” for several hours on a fine day to dry 
out the inside. 


prose GRSRE] anc setect Mb" oparsion, 
ross Jand start the operation 


2. After operation stops, turn off the.breaker for the room air 
conditioner. 


3. Clean the air filters and set them again. 


4. Take out batteries from the remote controller. 


= When a multi outdoor urit is connectad, make sure the heating operation is not used al the other room before you 
use the fan operation. 


6 We recommend periodical maintenance 


+ In certain operating conditions, the inside of the air conditioner may get foul after several seasons of use, resulting in poor 
performance. It is recommended to have periodical maintenanca by a specialist aside from regular cleaning by the user. 

+ For specialist maintenance, contact the service shop where you bought the air conditioner. 

+The maintenance cost must be bom by the user. 


Item Eleantng interval Cleaning method = 


Dust filter 2Weeks See “Cleaning Dust filter.” 
Anti-Bacterial filter* 3. Months See “Anti-Bacterial filter.” Ske 
Regularly Clean the Indoor unit surface by ean] 
Cloth. using a soft, dry 


Every 4 Months | Clean the condensate drain pipe. 


Indoor Unit Once ayear _| Clean the condensate drain pan. SY 
Once a year Throughly clean the heat exchanger 
‘Once a year Replace the remote control batteries. | 
Regularty | Use steam to clean the heat exchanger coils and 


the panel vents. (consult with technician) 
{th 
Once a year Clean the fan. 


: Once a year Clean the condensate di 

Outdoor Unit Ls rain pan 
Once a year Verify that all the fan assembly is firmly tightened. 
‘Once a year Clean the electric components with air. || 


TROUBLESHOOTING 


money: 


AN CAUTION } 


n't attempt to repair the alr conditioner by yourself, !t can cause an electric shock or 
oe Please check the following items before asking for repalr, it can save your time and 


Phenomenon 


Troubleshooting 


not operate Immediately when the air 
started. 


fe: 
conditioner I 1 cr) 


? 


Once the air conditioner is stopped, 
Compressor will take approx. 3 minutes 
to restart. 


There's unusual smell blowing from the outlet 
ater operation is started 


| 


e 


The unit has no peculiar smell by itself. If has, 


that is due to the smell accumulated in the 
ambient. 


Solution method : Cleaning the filter. 
If the problem still persists, so need to clean 
air conditioner. (Please contact customer care.) 


Sound of water flow can be heard during 
the operation. 


a. AE] 


While air conditioner is running for while the 
compressor get started or stopped, 
Refrigerated sound can be heard. 


This is a normal function. 


In COOL mode, sometimes the mist emitted 
from the air outlet vent. 


=. 


When the indoor temperature and humidity 
are very high, this phenomenon would 
happen. This is caused by the room air is 
‘swiftly cooled down. After running for a while, 
indoor temperature and humidity will fall 
down, the mist will go away. 


Creaking noise can be heard when start or 
stop the unit. 


ge 


This is caused by the deformation of plastic 
due to the changes in temperature. 


TROUBLESHOOTING 


Troubleshooting 


Phenomenon 
The unit does not run 
z 
——__1— 
| a 
= | nest ae 


< , an (np) 
ie 


= Breaking off) 


© Has tho powor boon shul down? 
© Is tho powor plug loosa? 
© Is tho circuit protaction dovice tripped olf oF not? 


@ Is voliago highor or lowar? 
(Tested by professionals) 


© Is the TIMER correctly used? 


Cooling(Heating) efficiency is not good 


© Is Temp. setting suitable? 

© Were inlet and outlet vents obstructed? 
© Is filter dirty? 

© Are the windows and doors closed? 

© WasFan speed set at low speed? 


@ Is there any heal sources in the room? 


© Tho unit is interfered by abnormal or frequent 
functions switchover occasionally the controller 
cannot operate. Al this time, you need to pull out 
of the plug, and reinsert it 


@ Is it in its receiving range? Or obstructed? 
check the batteries 
is charged, otherwise to replace the batteries, 


© Whether the wireless remote control is damaged, 


I water leakage in the room. 


© The air humidity is on the high side, 
© Condensing water over flowed 


© The connection position of indoor unit drainage 
pipe is loosed 


If water leakage in outdoor unit. 


@ When the unit is running in COOL mode, the pipe 
and connection of pipe would be condensed due 
to the water cooled down. 

© When the unit is running in Auto Defrosting mode 
the ice thaws and flows out 


© When the unit is running in HEAT mode, the water 
adhered on heat exchanger drips off. 


Noise from indoor unit emitted. 


© The sound of fan or compressor relay is switching 
on or off. 


© When the defrosting is started or stop running, 
it. That is due to the refrigerant flowed to the 
reverse direction, Can be the sound of fan on the 
compressor,switching on and off while defrostin g, 
as the refrigerant flows in the opposite direction. 


Phenomenon 


r unit does not blow alr 


Indoo 


¢ Applicable for Heat Cool models only.) 


TROUBLESHOOTING 


Troubleshooting 


+e 


In HEAT modo, whon the tomparature of indoor 
hoat oxchangor is vary lov, that vill stop doliver 
air In order to provont cool ait. (Within 2min) 


ET) 


In HEAT modo, whon the outdoor temperature 
is low of high humidity, there are much frost 
formed on the outdoor heat exchanger, that the 
unit will automatically defrost. due to which, 
indoor unil stop blowing air for 3-12min. 

During the defrosting, there is water flowing out 
or vapor be produced. 


In dehumidifying mode, sometimes indoor fan get 
stop, in order to avoid condensing water be vapo- 
rized again, to restrain temperature from rising. 


Moisture on air outlet vent. 


If unit is running under the high humidity for a 
long time, the moisture will be condensed on 
the air outlet grill and drip off. 


Immediately stop all operations and plug out, contact 
the customer care in following situations. 


There is harsh sound during operation. 


The terrible odour emitted during operation. 


Wateris leaking in the room. 


Air switch or protection switch often breaks. 


> (Stop running and pull out of the plu 


Carelessly splash water or something into unit. 


There is an abnormal heat in power supply cord and 


power plug. 


INSTRUCTION FOR INSTAL 


[Selection of installation positions for indoor unit] 


@ Tobe installed at the position where the air delivered from the unit can reach every comer of 
the room, 


@ To avoid being affected by the outdoor air; 

@ To avoid blockage to the air inlet or outlet of the unit; 

@ To avoid too much oil smoke or steam; 

@ To avoid possible generation, inflow, lingering or leakage of flammable gases; 

@ To avoid high-frequency facilities (such as high frequency arc welders, etc.) 

@ To avoid the places where acid solutions are frequently used, 

@ To avoid the places where some special sprayers (sulfides) are frequently used 

@ Not to install on top of the musical instruments, TV,computer etc.valuable appliance 


© Not to install a fie alarming device near the air outlet of the unit (during operation. the fre alarm 
device might be erroneously triggered by the warm air from the unit): 


I Make sure of enough space for installation and maintenance. 


@ To take into consideration the operational convenience and safety in installation, it is recommended 
to ensure enough space between the unit and the walls. 


Place a leveler and make sure plate 


Sow wis som as 


Attention:If there are some additional function devices to install on the air conditioner,Be 
‘sure add to the installation space for the function devices. 


@ Height limits of indoor and outdoor units. 


© Either the indoor unit oF the ouldoor unit can be higher, but he heght difference must comply the stated 
requirements, 


@ Try to reduce the bending of the piping line as much as possible 80 as to avod possible negate imcacts ucen he 
performances of the units. 


pp culsoor 

[indoor unt = = int 

5m 16'S") ms — = Salt I 
Mindoor is at more a 


If outoor is at more height 


INSTRUCTION FOR INSTALLATION 


[selection of installation positions for outdoor unit) 


qoirstal the outdoor uni atthe places which can stand the load of the machine wewght and yi 
id cause big vibrations and noises, 
mt 0 
@ To instal he unit at the places not to be exposed to rain or direc! sunshine, and the places with 
ood ventilabon. 


@ Tre noises generated from the unit will not affect the neighboring places, 
{@ Dorot install the unit on non-metal frame; 


{@ Noid install he unit al the places where there might occur the generation, inflow, stay or 
igakage of inflammable gases: 


@ Pay attention to the drainage of the condensed water from the base plate during operations; 
@ Toavoid the air outlet being directly against the wind, 


Detailed space requirements around the outdoor unit 


1. When there are obstacles above 


Rig 2. When the fron (ar outa) is open | 3, When thore are obstacles only in 


the front (air outle!) 


mt) wn 5 
- ) 2ten(6") arn 2 
: y Yh i] 
Y MT 7 
Y, ==) 
Y 7) e ‘Space for maintenance 
7, ‘Shown as in the following figure. Keep 
y = k the maintenance space in front ofthe 
i, 200mmi6") mie ‘WOemi1) ain 
4 


NS 


4.When there are obstacles at the fron! and rear sides. 


5. When there are obstacles al around 


the uniton four sides. 
LLLILLLLLLLLLLLLL. | ‘Although the top side is open, the 


spe ae installation &s not to be done if there 
are obsiacies all around. 
y 
QO 0tem(3'47) tn I 
g 
TTT La 


© Atleas! two sides should 
be kept open. 


Pipelines can be connected in the directions of(l), 2), 
) and # as indicated in Fig 1, When the pipelines 


are connected to the directions of 3)and ®, groove 
for the pipes has to be opened al the proper place on 
the base stand 


1.Installation of wall-mounting plate 
Fox the wall-mounting plate firmly on the wall with screws. 
Make sure of the leveling of the plate. Slanted wall-mounting 


plate might jeopardize the smooth discharge of the condensed 
water 


2.Drill holes on the wall 

Drill holes at places slightly below the wall-mounting plate, 
with hole diameter of 65mm(2-3/5") and the outer edge of 
the hole 5-10mm(1/5-2/5") lower (Fig.2) so that the condensed 
water can smoothly flow out. Cut the wall penetrating pipe 
to proper length according to the thickness of the wall (3- 
5mm(1/10-1/5*) longer than the walll thickness) and insert 
the pipe as indicated in Fig.2 


3.Installation of drain pipe 

Install the pipelines of the indoor unit in accordance with 
the direction of the wall holes. Wrap tightly the drain pipe 
and the pipelines with tape. Make sure that the drain pipe 
is undemeath the pipelines. (Fig.3) (When the drain pipe 
passes the room interior, some condensed water might 
‘occur to its surfaces if the humidity is very high) 


4.Installation of indoor unit 


Pass the connection wires, connecting pipelines and drain 
pipe through the wall hole. Hang the indoor unit on the 
hooks at the top of the wall-mounting plate so that the 
hooks at the bottom of the indoor unit match the hooks of 
the wall-mounting plate. (Fig.4) 


( 
» 
For Right side piping Right oitlet. Remove 
theknockout. 
$ 
Left outlet. Remove For Left side piping 


the knockout, 


Fig.t 


Fig.2 


Fig3 


Fig 


inspections: 
{the hooks at the top and bottom 
s 


fry fixed. 
{ the position of the master unit is 


leveled. 
The drain pipe should not curve upward 


(Fo). 
4.The drain pipe should be at the lower part 
cline wall pipes (Fig. 5) 


[installation fixture of outdoor unit] 


@ Tryto ship the product to the installation location in its original package; 

@ As the gravity center of the unit is not at the installation center, special caution should be taken 
ven using hoisting cables lo lift it up; 

@ During shipping, the outdoor unit must not be slanted to over 45 degrees (Do not store the unit 


ina horizontal way). 
@ Use expansion bolts to fix the mounting supports on the wall; 


@ Use bolts and nuts to fix the outdoor unit firmly on the supports and keep on the same level; 
© Ifthe unit is installed on the wall or at the rooftop, the supports have to be firmly fixed so as to 
resist earthquake or strong wind. 


Dimensions for parallel units installations 


IC 
° ae 


[ordinary pipelines connection & Air purging ] 


© The following ordinary pipelines connection and air purging procedures are just 
suitable for non-quick coupler model. 


Ordinary pipelines connection 

No dust foreign articles,air or moisture should be allowed to enter the air conditioning system.Careful 
altention should be paid when pipeline connection for outdoor unit is made. Try to avoid repeated 
curves as much as possible otherwise hardening or cracks might be caused to the copper pipes. 
Suitable wrenches should be used when the pipeline connection is done so as !o ensure appropriate 
lorque(refer to following torque Table 1).Excessive torque might damage the joints while too little 


torque might lead to leakage. 


aa | 


INSTRUCTION FOR INSTALLATION 


Table 1 Torque based upon the wrench to be used 


©6814) | 160Kgtem6aKgt ncn) — | 200KgF<m{79KgF Inch) 

° 952 *) 300kgf.cm(1 18kgf inch) 350kgf cm(138kgf inch) 

° R 12") SOOkg! cm(197kgf inch) 550kgf cm(216kgf inch) 

© 15.8858") _ | 750kgl em(29Skgf.inch) 800Kgt em(315kgf inch) 
© 19.05(2/4") _|!200kgf cm{472kgf inch) 1400kgf.crm(55tkgf inch) 


BlAir purging with vacuum pump 
1.Check that pipelines connection have been properly 
connecied,remove the charging port cap,and connect 
the manifold gauge and the vacuum pump to the 
charging valve by service hoses as shown Fig 6. 


2.Open the vaive of the low pressure side of manifold 
gauge.then,run the vacuum pump Vacuum the indoor 
unit and the connecting pipes until the pressure in 
them lowers to below 1.5mmHG(The operation time 
for vacuuming is about 10 minutes) When the desired 
vacuum is reached,close the valve of the low pressure 
of the manifold and stop the vacuum pump. 


3.Disconnect the service hoses and fil the cap to 
the charging vaive. 


4.Remove the blank caps.and fully open the spindles 
of the 2-way and 3-ways valves with a service valve 
wrench. 

5.Tighten the blank caps of the 2-way and 3-ways 
valves,applying the above torque Table 1. 
Adding refrigerant Poa ocr, 
Refrigerant must be added if the piping measures more 


than 5 metres(16'5*) in length. This operation can only Servee hose 
be performed by a professional technician for the 
additional amount,see the table 2 below. Vocuum pump 


Table 2 


Additional refrigerant amount 


Liquid pipe diameter 26,35(1/4*) | Liquid pipe diameter:9 52(3/8") 


(piping length-5)mx309 (piping length-5)mx65q 
lor (piping length-16)ftx0.30z ‘or (piping length-16)ftx0 7oz faa 


35 


IN UCTION FOR INS 


ION 


Gas leakage inspection 


‘Aner the pipeline connection is done,use a leakage inspection device or soap suds to carefully check 
athere is any leakage at the joints. This is an imporant step to ensure the quality of installation.Once 


aleakage is detected, proper treatment should be taken immediately. 


Applicable for coupler series model. 
[Pipe es connection for Split type quick coupler model] 


@ Ifyou purchase the machine for split type quick coupler model,please adopt the following 
pipeplines connection procedures: 


{.Remove the dust caps from the indoor and outdoor units, 
and the connecting pipe. 


2Align the joint counter of connecting pipe with the proper 
indoor and outdoor joint conic surfaces,tighten the connecting 
nut manually. Then, make it secure with a wrench as shown 
Fig.7 applying to above torque Table 1. 


3.Remove the two valve core caps from the outdoor unit | 


4.Tum on the high and low pressure valve cores with an 
socket wrench,then tighten the two valve core caps of the 
outdoor unit (Fig.8). | 


~ Quer courier 
Torapeeg wih insatng cotton) 


5.Finally wrap the hot insulating cotton around the joints | 
of indoor and outdoor units. 


Low pressure valve 


> eo | 
Figs 

@ Notes on installation of quick coupler: 
1.Connecting pipe bending minimum radius parameters Table 3 Minimum bending radius 
(Table 3) Normal] Mamum bendy] ] 

ameter | ragusien) 
2.Quick coupler assembly and disassembly limit: ONA(S/16") 6013") 
the assembly and disassembly times are inadvisably aig 1008") 
more than 7. Lb ee 
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INSTRUCTION FOR INSTALLATION 


[is the unit installed correctly? ] 


MSuitable Installation Position 


Isn't there anything which prevents ventilation or obstructs operation in front of the indoor unit 2 
Do not install the unit following place 

inflammable gases may leak 

Oil splashes a lot . 

‘In case where the unit is used in such Places as poisonous or sultry gases are generated or seaside 
district exposed to sea breezes corrosion may cause malfunction . Consult with your distributor 

© Air conditioner body and remote controller must be Amtrs. (39-3/4") or more away from a TV or a 
radio. Drain the dehumidified water from the indoor unit to a place which drains well. 


WPay attention to operation noise 


When installing the unit , choose a place which can stand the weight of the unit well and does 
not increase the operation noise or vibration . Especially where there is a possibility that vibration 
be transmitted to the house , fix the unit by inserting attached vibration -proof pads between the 
unit and fittings . 


© Choose the place where hot air and operation noise from the outlet of the outdoor unit do not 
annoy the neighborhood . 

© Things left near the outlet and inlet of the outdoor unit cause malfunction or increased 
operation noise . Do not leave obstacles near the outlet and inlet . 

© If irregular sound is heard during operation , consult with your distributor . 


Winspection and Maintenance 


According to the service conditions and operating environment , the inside of the air conditioner 
will become dirty after several seasons (3 to Syears ) of service , resulting in decreased operating 
performance .Inspection and maintenance are recommended in addition to usual cleaning (The 
air conditioner can be used for a longer period and without anxiety .) 
® As to inspection and maintenance , consult your dealer or any one of business offices of 
dealing companies .(Service charge is required in this case .) 

We recommend to perform inspection and maintenance during an off seasons. 


WARRANTY AIR CONDITIONER 


The Gouin ir Candtoner comes wih a FIVE yea waren on compressor fr ted speed Ar coniionas and TEN year warranty on 
amu fr iverer At Gondsones. Along wth tvs ou also get ONE Your waranty onl oer pate CORR ete ey 
Burchase, agus! detective mater or workman In eae et any sich Coes ours dung Ne Wel Ye hens 

purchase, Gary & Boyce hla Co. Lid “Apples Dion wi undertake repars to the watranied pant hes of enaree elon ems 

a cancion to yh wary gerd yond hl yar Hom date of prc ny re compres be odes Hee 

Gest when necessary However the Af Condtonet wal ropared on payment of necessary charges: The waranty vote no saver 

Semanstrationimstaliation af the Aw Canditoner. a ® : 

INSTRUCTIONS FOR THE CUSTOMER 

1. Kindly ensure that the dealer isthe warranty card corectlyand completly 

2. Youshoulc retain the warranty card for record and produce the same in the event of any warranty repairs, 

3. nthe event of @ detect developing in the product, contact the nearest authonzed Goce & Boyce Service Center fr obtaining 
waranty service and nform ne detect, Model detai Senal NO. 

4. Product wil lunction between +/-10% of rated vols at SOHz. For any Nuctuation beyond specie li, company shal not be 
responsible and warranty stands terminated 

5. Inareas where voltage ctuates below 10% of rated votage, custom 
toamramumol120V 


6 _Earthing provision is necessary for safety. Improper domestic wiring leading to hazards such as shock or fire is not covered under 
this warranty, 

7. The product must be maintained to ensure hygiene. i there are any insects or rodents in it causing obstruction to the functioning of 
the product. the company shallnot be responsible and in-turn warranty stands terminated, 


's advised to use a voltage stabilizer which steps up voltage 


‘TERMS AND CONDITIONS 
1. Repairs and replacement will be carried out by the companies authorized service centers or through authorized dealer's service 
center 


2. _Alltransportation and hanging expenses incurred while repairing willbe payable by the customer in advance. 

3. For any Au Conditioner installed beyond the municipal mits of the jurisdiction of the authorized customer service center, charges 
towards technician’ visit willbe borne by the customer 

4. While the company wil make every effort to carry out the repairs at the eariest, i however is made expressly clear that he company 
Is under no obligation todo so na specified period of time, 

5. Thecompany will retain any pants), compressor and/or other components when replaced atits discretion, 

6. Warranty does not cover accessories tothe Ait Conditioner. 

7. Refrigeration system gas charging and consumables willbe charged for any such repairs after one year from the date of purchase. 

8. Company wil not be liable for any consequential loss or compensation nor refund of purchase price nor replacement of the Air 

Conditioner 

Customer must ensure the routine maintenance including cleaning of titer etc. or proper operation. 

‘Any change in location’ damages on handling willbe serviced at extra material and labor cost. 

Wile Company would take ail necessary steps to repair the Air Conditioner supplied under the warranty and keep sufficient stock of 

the spare parts of the Air Conditioner with them, however, in certain cases, a the sole discretion of the Company, the Company ray 

{ue to nion-availabilty of spare parts of the Air Conditioner, resulting into the Air Canditianer not being repeired by the Company, 

offer a replacement scheme to the purchasers of such Ar Conditioner which cannot be repaired due to non-availability of spare 

parts of the Aur Conditioner, purchased under the warranty, the Company would offer arepiacement of the Air Goncitioner. The datas 

‘of the veplacerwent offar is Subject to change from year to year and shall also be applicable on the MRP of the product tobe purchased 

as areplacement. 

12. Two (2) free preventive maintenance service (Labour only) willbe provided to the customer during first year warranty period. 
Toavallinese free services customer has toregisler the call at the call center number 1800 209 5511. After expiry of 12 
(twelve) months frorn date of purchase company is not liable for any free service. 


Godrej & Boyce Mfg. Co. Ltd.- Appliance Division 


CUSTOMER COPY 
MODEL NO. 
AIR CONDITIONER SERIAL No.: DATE OF PURCHASE = 
CUSTOMER'S NAME & ADDRESS DEALER'S NAME & ADDRESS 
TEL. : TEL. 


Customer's Signature: 
This worrontyievalid onyifitisfledin nd stamped by our authorized dealer onthe date of purchase, 


Pei Atcard ity card is not presented to the authorized 
‘at the time of purchase. 2. The completed warranty 
emg rere ere eer rr e 
Tarde rcs san ro 8th es ara ge cet ene 

ons j , 
carry out any apa work. 8 Doct aro caused by roe Te waranty sna valdincasothosoralnumberis dlatod, laced 
ee oe aage tote Ai Condlioner or any pats due 0 transportation or shifing isnot covered by the warranty, 9 Tho warrany 
ulomaicaly expires tear he sipuated period ram the orginal date of purchase, even the A Conditioner may nt bon usa ar any 


time for whatever reasons. GR 


For Installation and Demo | 


Text 'Hi' to 9321665511 
‘on WhatsApp 
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